
Track-It™ RFID Temp or 
Temp/Humidity
Data Logger with Android App

Track-It RFID Loggers are small, compact data logging devices that use near-field communication (NFC) to communicate with Android 
devices that have NFC capability or with a PC using a special RFID reader that plugs into a USB port. These loggers can record up to 8,000 
samples in non-volatile memory at a user-selectable rate from 10 seconds to 60 minutes per sample, equivalent to a record time of 22.5 
hours to over 337.5 days.

Track-It RFID Data Loggers are battery-powered stand-alone devices that record temperature or temperature and humidity data. The 
wireless RFID technology makes it ideally suited for use in supply chain monitoring applications. The compact water-resistant enclosure 
(IP65) contains an RFID antenna which allows the unit to be configured and the data transferred. Data can also be downloaded and 
reviewed using the optional RFID docking station and free Windows-based Track-It™ Software. Purchase an optional high-temperature 
battery to extend the temperature range from 60 °C (140 °F) to 80 °C (176 °F). The highly-reliable design and excellent performance at a 
reasonable price make this indispensable in many applications.

Features:
•	 Programmable start time (automatic or  

with button) 
•	 Programmable sample rate
•	 Up to 8,000 data samples per recording 

session
•	 Multiple alarm setpoints
•	 Compact size
•	 Full-featured Android application included
•	 Wireless data transfer with graphic review 

and configuration using your Android device 
•	 Powerful interactive Windows-based  

Track-It Software package included (allows 
direct connection to RFID Logger with  
optional USB RFID Reader)

•	 Rugged IP65 enclosure (RFID Temp and 
Temp/Humid RH) 

•	 1-year battery life (battery included)  
•	 High accuracy and repeatability 
•	 NIST Traceable Calibration available
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Track-It™ RFID Temp or Temp/Humidity Data Logger

RFID 0523

Ordering Information

Model Description Part No.
RFID Temp RFID temperature logger 5396-2010

RFID Temp/RH RFID temp and humidity logger (water-resistant) 5396-2012

RFID Temp NIST RFID temperature logger with 2-point NIST Traceable Calibration Certificate 5396-2010-CAL

RFID Temp/RH NIST RFID temp and humidity logger w/NIST Traceable Certificate (water-resistant) 5396-2012-CAL

Track-It™ Android App*
The Android application for Track-It RFID Data Loggers brings wireless technology and 
the power and convenience of your Android device to the forefront. Simply place the 
Track-It RFID data logger near the NFC antenna location on your device to establish 
communication for configuring the logger or downloading data. The Track-It RFID data 
logger application allows you to quickly scan for alarms to determine if a package 
was exposed to unacceptable levels. Data can then be downloaded to your device for 
review. Data can also be reviewed on the free Track-It™ Software for Windows.
*Requires Android device with NFC capability. Click links to view current models:      
	 http://en.wikipedia.org/wiki/List_of_NFC-enabled_mobile_devices
	 http://www.nfcworld.com/nfc-phones-list/  

RFID Interface Reader
The Track-It RFID Data Logger to 
Windows PC Interface Box includes 
a USB cable. PN: 5396-9920

Additional accessories can be found 
on the website.

Specifications* RFID Data Logger

Record

Sample rates: User-configured - 10 seconds, 30 seconds 1, 2, 5, 10, 15, 20, 30, 45, 60 minutes 
(22 hrs., 30 min. to 337.5 days)

Number of samples: 4,000 or 8,000 (depends on setup)

Record Trigger Record Now, Record on Button Press, or Record Later (start after xxx hours: xx minutes)

Record Mode Instantaneous, max, min, average

LED Indication of alarms and record status

Button Record Start/Stop, Logger Status

Alarms 2 or 4 user-programmable (High and Low)

Communication Passive RFID (wireless)

Software

Track-It™ Software — set up device, view data in tabular or graphic formats, summarize, show alarms, calculate MKT and 
Dew Point, export to Excel™ 

Android App — set up device, quick summary, view data in tabular or graphic format, show alarms, email data and 
configurations

Battery Included Coin Cell: Lithium CR2032 60 °C Max, 1-year life   Optional Coin Cell: Lithium BR2032 80 °C Max, 6-month life

Dimensions  (LxWxH) 2.00 in. x 1.32 in. x 0.50 in.  [50.80 mm x 33.53 mm x 12.70 mm]

Measurement:

Temp Range (models) -20 to +60 °C / -4 to 10 °F w/CR2032 battery (battery replacement after 1 year suggested)
20 to +80 °C / -4 to 176 °F w/BR2032 battery (battery replacement after 6 months suggested)

RFID Temp Accuracy: ±0.5 °C typical, ±1 °C max over entire range
Resolution:  0.5 °C/1.0 °F

RFID Temp/RH

Temp Accuracy: 0.5 °C/1.0 °F typical
Temp Resolution: 0.5 °C/1.0 °F

RH Accuracy: ±2% typical, ±3% max [20-80% RH]
±5% max [0-100% RH]

RH Resolution: 0.5% RH
*Specifications are subject to change without notice.

http://www.monarchinstrument.com
mailto:sales%40monarchinstrument.com?subject=Interested%20in%20Nova-Pro
https://monarchinstrument.com/collections/track-it-data-logger-accessories/rfid
https://monarchinstrument.com/collections/track-it-data-logger-accessories/rfid

